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Working Gear

PC 200 with bemolition specifications

PC300

Demolition High Reach of PC 300|.C &PC4OOLC

Photo showing is JCYC19R
with short cutters and smash-
ing points.

Three functions in one unit !

JCYCI17R for primary concrete crushing & steel cutting

The advent of crusher and cutter capable of crushing concrete structures, cutting steel
frames and splitting a concrete block into small pieces.

@ Three functions in one unit
An all-purpose machine with dual functions by long and short
cutters plus scantling
+ Cutting specifications
The cutter can cut even H beam steel and piping.
Long cutter length: 500 mm (JCYC19/19R) , 420 mm (JCYC17/17R)
+ Crushing specifications
Front-end teeth and middle teeth crush concrete structure, while a short
cutter cuts reinforcing bars.
Short cutter length: 300 mm (JCYC19/19R), 180 mm (JCYC17/17R)
+ Scantling specifications
They are most effective with splitting a concrefe block into scantlings
and separating reinforcing bars.

@ Two rotation fypes

360° none hydraulic rotation with a brake and 360° hy-
draulic rotation.

@ Synchronous arm movement

As two arms move symmetrically with a synchronous pin in
their center, they can easily grab target objects, thus assuring
work of high efficiency.

@ Close shutting

The front-end arms close as tightly as zero clearance.This fea-
ture enables the crusher and cutter to do various kinds of
work such as grasping things. In addition, it can easily deal
with a thin wall when crushing it.
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