
GENERAL SPECIFICATION

Lightweight & durable

Customizable options

Built to perform

Feeds

As the premier provider of 
drilling solutions, Komatsu 

Mining’s extensive experience 
performing conversions means a 
seamless transition, regardless 

of the drill manufacturer. 

Telescopic and Fixed Drilling 
feeds are available for 
conversion. Feed components 
are lightweight, durable, cost-
effective, and optimized for 
performance.

Telescopic feeds
Can be custom made for a variety of collapsible 
configurations:
 •  8/12 ft
 •  8/14 ft

 •  10/16 ft

Can be set up with several options:
 •  Hydraulic centralizer
 •  Heavy-duty feed cylinder for 

probe drilling

 

Standard fixed feed features
Aluminum lightweight components including: 
 •  Feed beam & bolt-on foot adapter
 •  Cradle assemblies
 •  Centralizer components
 •  Quick-release feed cable system
 •  Same length of feed cables

Optional fixed feed features
 •  Auto-return/ impulse cylinder systems

 •  Hydraulic centralizer

 •  Multiple drill steel changers

 •  Heavy-duty probe feed cylinder

 •  Heavy-duty feed cables

 •  Lightweight, durable, cost-effective 
urethane parts including:

  –  Hose drum
  –  Bulkhead assembly
  –  Hose guide assembly
  –  Centralizer assembly
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Unit specifications
Fixed feed length options 8’, 10’, 12’, 14’, 16’, 18’

Telescopic feed length options 8’/12’, 8’/14’, 10’/16’ 

Drifter options
Optional drifters HC25, HC28, HC50, HC95, HC110

Feed options Standard Option
Fixed centralizer X

Hydraulic centralizer X

Drill steel handler X

Heavy-duty probe drilling cylinder X

Fixed feeds

Drifter option
Drill steel length 

(ft/mm)
Hole depth 

(mm)
Overall length 

(mm)

HC50/HC95 10/3048 2768 4673

HC50/HC95 12/3658 3378 5283

HC50/HC95 14/4267 3988 5893

HC50/HC95 16/4877 4598 6503

HC110 12/3658 3378 5459

HC110 14/4267 3988 6069

HC110 16/4877 4598 6679

HC110 18/5486 5208 7289

*Weight is for standard fixed feed with fixed centralizer option, no drifter, no hoses

Telescopic feeds

Drifter option
Drill steel length 

(ft/mm)
Hole depth 

(mm)
Overall length 

(mm)

HC50/HC95 8/2439 3378 4017/5237

HC50/HC95 8/2439 3988 4017/5846

HC50/HC95 10/3048 4598 4627/6456

HC110 8/2439 3378 4197/5417

HC110 8/2439 3988 4197/6026

HC110 10/3048 4598 4807/6636

*Weight is for standard fixed feed with fixed centralizer option, no drifter, no hoses


