












P&H 4100XPC Electric Mining Shovel – AC Drive

Komatsu Mining Corp. Group 7 

 Loading control center

Ante room
(shown with 
optional toilet)

Space for appliances

Lockers 

Storage cabinet

Electrical cabinet

Trainer’s station

Space for mine 
communications equipment

Touchscreen GUI and 
optional remote 
camera system 

Armrest mounted,
pistol grip joysticks

6-way power adjustable 
air suspension seat with 

heat and vibratory massage

 Features and customization

The P&H 4100XPC is built with several features to enhance safety, 
reliability, and productivity over the life cycle of the operation.

 • Automatic lubrication and compressed air systems with advanced 
diagnostic and control

 • Temperature monitoring system for all AC motors, drum shaft bearings, 
shipper shaft bearings

 • Automatic Boom Soft Setdown System (ABSS) and boom profile 
protection envelope to help prevent excessive loading to the attachment 
during operation

 • Anti-swing-in-bank system to reduce excessive side loading on handle 
and attachment

 • Remote hoist control pendant and hoist rope winch to assist in safe and 
efficient rope changeouts

 • House pressurization system to provide filtered air for cooling and 
dust repression

The shovel has multiple options for local and minesite specific conditions in 
the following areas:

 • Climate control

 • Technology and software

 • Maintenance systems

 Ground pressure and weight

Bearing area – ground pressure

Standard:
 crawler bearing area
 76" shoes / 1930 mm

34.58 m2 53,597 in2

 Crawler ground pressure
 76" shoes / 1930 mm 434.4 kPa 63.0 psi

Optional:
 crawler bearing area
 87" shoes / 2210 mm

39.58 m2 61,354 in2

 Crawler ground pressure
 87" shoes / 2210 mm 379.9 kPa 55.1 psi

Weights – approximate*

Working weight (with dipper, approx. wt.)

76" shoes / 1930 mm 1,532,235 kg 3,378,000 lbs

87" shoes / 2210 mm 1,536,771 kg 3,388,000 lbs

Counterweight (punchings)** 204,100 kg 450,000 lbs

* All weights subject to 5% variation.
** To be furnished by customer.
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